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Why choose 
Bekaert?

The expert in infrared and 
air drying equipment

Thanks to our wide range of 
standard and customized infrared

and air drying solutions, Bekaert 
Solaronics can offer you products of 
the highest quality and perfomance.

 

Global presence 

We are always near. With 
production facilities at strategic 
locations accross the globe, we 

operate in over 120 countries. This 
means the products and service 

we offer are consistent, worldwide. 

Customer satisfaction 

To keep meeting the market’s
needs, we are continuously gauging for 

your opinion about our products 
and services. Through benchmarks of  
quality, energy efficiency and lifetime, 

we can further improve our systems 
for the benefit of your process.

NEWDescription

Gem 5 is a fast reactivity emitter part of our high-performance 
Bekaert Solaronics Gas Emitter Module (Gem) family. 
For combustion, the air/gas premix burns on the surface of the Bekaert 
burner material Bekinit®, made of refractory stainless steel fibers. This 
flexible medium allows a reliable heat transfer, a high density and
homogeneous combustion and a fast cooling. 
A high temperature resistance metal screen extracts additional energy 
from the hot flue gases, acting as a secondary heat exchanger and 
improving the effiency of the gas infrared emitter. 
 
Properties

Input power: the recommended application range for an optimal use 
is between 2.5 and 4 kW. 
Efficiency: 50%
High reactivity easily adapted to your process (T66 = 30sec)
Dimensions: 143 mm x 150 mm 

Gem5 High reactivity gas infrared 
emitter

High
efficiency

High
reactivity

Maximize
your profit

High efficient emitter with short-return 
on investment



System description

50°
50°

Contact us

Guaranteed advantages
• High efficiency
The Gem 5 is highly efficient: you can decrease your energy consumption by up to 35% compared to competitive
infrared emitters. As a consequence your CO2 emissions are significantly reduced as well. The performance is 
explained by the advanced design of the emitter, the choice of materials and the use of a metal radiant screen. 

• High reactivity
It only takes 30 seconds for the Gem 5 running at a regular 3.5 kW  to reach 66% of its maximum power and 135 
seconds to reach its 100%. It’s no less than three times more reactive than our other standard Gem emitters. 

• High quality/resistance
The Gem 5 is made of a combustion support with a superior resistance to corrosion, rapid and high temperature 
fluctuations, as well as thermal and mechanical shocks.  
The refractory metal screen brings an additional security and robustness to the emitter, without impact on its 
reacitivity. 

metal bar

screen made in a refractory metal

Bekinit® metal fibre

expended metal grid

perforated plate for the premix 
distribution
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